DO NOT REMOVE this label until the refrigerator has been leveled.
Please follow all instructions for leveling your refrigerator.

) Electrolux 'nstallation Instructions* for French Door Bottom Freezer/Refrigerator

*Please refer to your Use & Care Guide for more details.

/N WARNING

To avoid electric shock, which can cause death or severe personal injury, do not connect your
refrigerator to an electrical power source until you have completed Step 2 of these instructions.

& NOTE

If you need to remove the doors to get your refrigerator into the house, please refer to “Removing Doors”
in the Use & Care Guide. These installation instructions are provided only as a possible customer option.
Electrolux recommends that you use a service or kitchen contracting professional to install your refrigerator.

/N CAUTION =3 IMPORTANT

[ Shiftinglthelrefrigeratorlfromisideltolsidelmayl If you are installing your refrigerator
damage flooring. without connecting it to a water

[ Dolnotlblockitheltoelgrillelonithellowerlfrontloflyourl  supply, make sure the ice maker’s
refrigerator. Sufficient air circulation is essential power switch is turned Off (see the

for proper operation. Use & Care Guide for more details).

1 Preparing For Installation

Be sure to coordinate site preparation and installation with your kitchen
contractor. @ NOTE

Include these minimum guidelines in your site preparation: .
Please call 1-877-435-3287 if

o[ Chooselalplacelnearia’groundedelectricalloutlet. you need assistance with this

«[ Dolnotiuselanlextension’cord.orlanladapteriplug. installation.

o[ Avoiddirect’sunlight’andicloselproximityltolalrange, dishwasherlor!
other heat source.

o Floorishouldlbellevellandiablelto’supportla’fullylloadedirefrigerator.

o[ Thelrefrigerator'sicelDispenserlrequires & CAUT|ON
water supply access. 3

o[ Planiforleasylaccess/tolcounteritopsiwhen!
removing food.

o[ Forlcompletelaccess toldrawerslandifreezer!
baskets, doors must be able to fully open.

o[ Loadrefrigerator’fromisideloficabinetionly.

o/ Dolnotlrun’retaining’strapslover’handlesinorlovertightenistraps.

o[ Neverluselrefrigerator’handlestolmovelthelrefrigerator.

Room temperatures below
55°F (13°C) or above
110°F (43°C) will impair
cooling ability of your
refrigerator’s compressor.

AllowltheZfollowing(clearances(forleaseloflinstallation,lproperairicirculation,/andl
plumbing and electrical connections: Sides & Top: */s inch / Rear: 1 inch

2 Connect Water Supply

Before Installing The Water Supply Line, You Will Need:
I <[ BasiclTools:ladjustablelwrench, fat-bladelscrewdriver,! & WARN | N G
andPhillips™ screwdriver
1 o[ Accessitolalhouseholdicoldwaterllinelwithiwater. To avoid electric shock. which can
 pressure between 30and 100 psi. . cause death or severe f)ersonal in-

o[ Alwaterlsupplylinelmadelof%/zlinch(6lmm)I0D, copperl jury, disconnect the refrigerator from
or stainless steel tubing. To determine the length of electrical power before connecting a
tubing needed, measure the distance from the ice maker ~ water supply line to the refrigerator.
inlet valve at the back of the refrigerator to your cold
water pipe. Then add approximately 7 feet, so the refrigerator can be moved out for cleaning.

o[ Alshutoffivalveltolconnect'thelwaterlsupplyllineltolyourlhouseholdwater system..DOINOTuselalself-
piercing type shutoff valve.

[ Alcompressioninut’andferrulel(sleeve)for’connectingalcopperiwater’supplytlinelto’thelicelmakerlinletivalve.

/A CAUTION

TolAvoidIPropertylDamage:

<[ Copperlor(StainlessiSteellbraidedltubinglisirecommendedIforithelwaterlsupplylline.l
Water supply tubing made of % inch (6 mm) plastic is not recommended to be used.
Plastic tubing greatly increases the potential for water leaks, and the manufacturer
will not be responsible for any damage if plastic tubing is used for the supply line.

<0 Dolnotireuselcompressionifittinglorireuselthreadisealltape.

<0 DOINOTIinstalllwaterisupplyltubinglinlareasiwhereltemperaturesifalllbelowlfreezing.

<[ ChemicalsIfromlalmalfunctioninglsoftenericanidamagelthelicelmaker.lIflthelicelmakerlis!
connected to soft water, ensure that the softener is maintained and working properly.

To Connect Water Supply Line To Ice Maker Inlet Valve

1. Disconnect refrigerator from electric power source.

[ 2.]Placelendlofiwaterlsupplyllinelintolsinklorlbucket.
TurnlONwaterlsupply’and:fushZsupplylineluntill
waterlisiclear.[TurnlOFFwater’supplyat’shutoffivalve.

3. Remove plastic cap from water valve inlet and
discard cap.

& Steel
Plastic Water Tubing Clamp
to Ice Maker

Fill Tube Brass

Compression
| —— Nut

H——— Ferrule

4. If you use copper tubing - Slide brass compression (Sleeve)
nut, then ferrule (sleeve) onto water supply line. \

I l Mlinelinta f Tinletlasifar Copper
Pushiwaterlsupplyllinelintolwatervalvelinletlasifarl i
aslitwilllgol(¥dlinch).ISlidelferrulel(sleeve)intolvalvel .
inlet’andfngertightenicompressioninutiontolvalve.. S / / N Water Valve
TightenZanother’halflturniwithla’wrench;.DOINOT! / M Bracket
overtighten. See Figure 1. Valve Inlet
If you use stainless steel tubing - The nut and

Water Valve

ferrule are already assembled on the tubing. Slide
compression’nutiontolvalvelinlet’and fngeritighten!
compression nut onto valve. Tighten another half turn
withlalwrench;IDOINOT overtighten./See Figure 2.

5. With steel clamp and screw, secure water supply line
(copper tubing only) to rear panel of refrigerator as
shown.

[ 6.]Coillexcessiwaterlsupplyllinel(copperitubinglonly),!

Copper water line
from household water supply

(Include enough tubing in loop to allow
moving refrigerator out for cleaning.)

Figure 1

about 2¥% turns, behind refrigerator as shown and
arrange coils so they do not vibrate or wear against
any other surface.

[ 7.7 TurnlONIwaterlsupply’atshutoffivalvelanditightenlany
connections that leak.

8. Reconnect refrigerator to electrical power source.
[ 9.]1Tolturnlicelmakerlon, lowerlwirelsignallarmi(freezerl

Plastic Water Tubing
to Ice Maker

ice maker) or set the ice maker's On/Off power switch ¥— Stainless
tolthel“ON"Ipositionl(freshifoodlicelmaker). Steel
water line
@ NOTE / | \, Water Valve
. o . / | Bracket

Check with your local building authority for

recommendations on water lines and associated
materials prior to installing your new refrigerator.
Depending on your local/state building codes, Electrolux
recommends for homes with existing valves its Smart
Choice®waterllinekit’5305513409 (with’al6ft.[Stainless!
SteelWaterlLine)landforlhomesiwithoutlan’existing!
valve, Electrolux recommends its Smart Choice water®
linelkit’5305510264(withlal201ft..Copper)WateriLinel
withIself-tappinglsaddielvalve).lPleaselreferitolwww. i
electroluxappliances.com for more information. Figure 2

6 ft. Stainless Steel water line
from household water supply

3 LevellRefrigerator!&IAdjusti!Doorsi(iflnecessary)

Guidelines for final positioning of your refrigerator

[ [ Allffouricornersiofithelcabinetmustirest:frmlyonthelfoor.
[ <l Thelsidesishouldtilt¥inchl(6Imm)ifromifrontitolback!
(to ensure that doors close and seal properly).

[ <[ DoorsIshouldZaligniwithleachlotherlandbellevel. ' .
Most of these conditions can be met by raising or lowering . -
the adjustable front rollers. Door Door

To level the cabinet using the front rollers:

1 You can raise or lower each door. Use a %/s inch socket
wrench to turn the adjustment screws (1 per side).
To raise: turn adjustment screw clockwise.

To lower: turn adjustment screw counterclockwise.

2 Ensure both doors are bind-free with their seals
touching the cabinet on all four sides and that cabinet is
stable.

[ 30 Afterlunitiislleveled,llowerlanti-tipllegluntillit’contacts!
thelfoor.

Doors final adjustment using the adjustable lower hinge (select models, if
necessary):
1 Open doors to 90 degrees.
2 Remove screw.
3 Lift the door while adjusting the washer.
To raise the door: rotate washer clockwise.
To lower the door: rotate washer counterclockwise.
41 Replacelthelscrew,ensuringlitiislbetweenlthelspokeslofithelhingelwasher[IScrewlwilllnotlbel
tight, just insert until it is flush with the hinge.

Remove Screw
\

o

& NOTE

Open AN
Door | ] o py | L .
) 90 | If after adjusting doors higher the door
coees 1% ‘ makes a popping/clicking sound, remove
— screw and replace with the longer one

provided.

Bottom of Door

Remove Screw Raising/Lowering Door

4 Leveling Freezer Drawer (if necessary)

Remove Hex
NO | E Head Drawer
Screw /

Remove Hex
Head Drawer
Screw

Do Not Remove |
DOINOTIremoveZcenteriscrew fromifreezer.
drawer. This is a factory adjustment. lj
&y
1. Check gasket seal around top, Removo Hox Remove e
bottom, and sides of freezer drawer. Serew Serew

2. If gasket is not sealed, open drawer

and slightly loosen 4 drawer screws
(2 on each side) to allow drawer to

rotate. = Grab Drawer
3.  Close drawer and recheck the seal ] At Center

on the gasket (A). Open the drawer push Against R D SIS
grabbing by the sides in the center Freezer Drawer Pull Drawer Out
(B). Be careful not to rotate the —
drawer. |
Tighten 4 drawer screws. [
Recheck gasket seal. ]
Install the toe grille by fitting into

place. A B

IS

5 Remove Internal Shipping Materials

Electrolux uses packing foam and tape to secure the internal parts of your refrigerator for
shipping. Once the refrigerator is in position, you can remove this material.

What’s Next?

Congratulations! You are ready to begin enjoying your new Electrolux refrigerator.

1 <[ Forlimportantlsafetylinstructionsland’tollearnlhowtoloperatelyourlrefrigerator,/pleaselread!
the entire Use & Care Guide.

1 <[ Youlmaylwantltolstart'with’the(*“NormallOperating’Sightsi& Sounds"section’oflthelGuideltol
learn what to expect during typical operation.

1 <[ Pleaselregisterlyourlproduct.lYoulcanlregisterlonlinelati'www.electroluxappliances.com.lor!
you can simply send in the Registration Card.

Installation Check List

Doors Ice Maker
Handles are secure and tight
Door seals completely to cabinet on all sides refrigerator
Fresh food doors are level Nolwaterlleaks presentlatialliconnections]

Leveling IcelMakerlisiturned/ON.

Refrigerator is level, side to side and tilted Final Checks

Y, inch (6 mm) front to back

Toe grille is properly attached to refrigerator
Cabinet is sitting solid on all corners

Electrical Power
House power turned on
Refrigerator plugged in

House water supply connected to

Shippinglmateriallremoved
Fresh Food and Freezer temperatures set

If you are not satisfied with the installation of your refrigerator, please contact the store where you purchased it or call 1-877-435-3287 for assistance. PIN: 242046601




Ajuste final de las puertas usando la bisagra ajustable inferior (modelos selectos,
de ser necesario):
1 Abra las puertas a 90 grados.
20 Retirelelltornillo.
3 Levante la puerta mientras ajusta la arandela.
Para subir la puerta: gire la arandela hacia la derecha.
Para bajarllalpuerta:lgirellalarandelalhaciallalizquierda.
47 Vuelvalalcolocarlelltornillolasegurandoselde’quelquedelentrellosidientesidellalarandelaldelfjacion. El
tornillolnolquedar&’apretado;isimplementelenrésquelolhastalquelquedelallrasidellalbisagra.

Retire el tornillo
\

=

S

o Abra la o
puerta | ||

90 grados | )

® ‘

| v

& NOTA

Si después de subir las puertas, una de

- ellas emite un chasquido, retire el tornillo y
Parte inferior | reemplacelo con uno mas largo.
de la puerta ||

Retire el tornillo Para subir o bajar la puerta

4 Nivelacion del cajon del congelador (de ser necesario)

Quite el tornillo de

cabeza hexagonal

del cajon
No retire los
demas tornillos

& PRECAUCION 1. Verifique el hermetismo de la junta en la Quieel
. partelsuperior,linferiorlyllosicostadosidell cabeza

Temperaturas ambiente Lo hexagonal
cajonldellcongelador. del cajon

menoresldel55°F1(13°C)lol
superioresiallosi110°F1(43°C)l
impediranilaicapacidadidel

2 Sillafjuntainolcierralherméticamente,labrall
ellcajonlylafojellevementellosi4tornillosidell
cajonl(2ldelcadallado)iparalpermitiriquelel]

enfriamiento del compresor Jon-{< L Sostenga el cajon
del refrigerador. cajonigire. i en el centro desde
- . ain P - - . o an . ambos costados
3.Cierrelellcajonlylvuelvalalverifcarlell Pf:fg;g:gg;fﬂ y tire del cajon
hermetismoldellaljunta’(A)./Abralelicajon] congelador para sacarlo
sosteniéndolo por los costados del centro
7(B).jer{ga,f:t{ldad_o_dg,no;g|r_a}r_el_cajon. | =
4. Aprietellosl4ltornillosidellcajon. ¢
5. Vuelva a verificar el hermetismo de la junta. L—7]

6.Installellalrejillalinferiorlenisullugar.




